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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

SUMMARY OF CHANGES
Changes in Solicitation/Contract/Order Form

The issued by organization contact has been del eted.

Changesin Section 00010
CLIN 0005 was added.

ITEM NO  SUPPLIES/SERVICES  QUANTITY
0005 19,038.00

Dredging

DACWG65-01-B-0010

0001
Page 2 of 2
UNIT UNIT PRICE AMOUNT
Cubic
Yad

FFP - Dredging the City Long Creek (Proper) Channel, complete, including all

associated work as indicated and specified.

PURCHASE REQUEST NUMBER W26GL G11424592

TOTAL CLINS 0001-0005

NET AMT




AMENDVENT TO | NVI TATI ON FOR Bl D NO. DACW65-01-B-0010, TITLED
" MAI NTENANCE DREDG NG, LYNNHAVEN | NLET, BAY AND CONNECTI NG
WATERS, VIRG NI A BEACH, VIRG NI A", DATED 22 JUNE 2001

1. SECTIONS 01270, 02235, AND 02881: Delete in their entirety
the existing SECTI ONS 01270, 02235, and 02881 and substitute
therefore the new SECTI ONS 01270, 02235, and 02881, issued as
a part of this amendment and forma part of the contract.

2. SECTION 01355: After the | ast page of the SECTION and all
previously issued environmental permts, insert the new
environnental permts, in 22 pages, issued with this amendnent
and forma part of the contract.

3. REI SSUED DRAW NG Contract Draw ng issued as Norfol k
District File No. H-23-14-124(8) is deleted in its entirety
and substitute therefore the new Contract Draw ng Norfolk
District File No. H- 23-14-124(8), reissued as a part of this
amendnment with a Revision “a” and forma part of the contract.

4. NEW DRAW NGS: New Contract Drawi ng Plans for Dredging, Long
Creek, in four sheets, identified with City of Virginia Beach
Titling and Stanping, are issued as a part of this amendnment
and forma part of the contract.



SECTI ON 01270
MEASUREMENT AND PAYMENT
6/ 01
PART 1 GENERAL
1.1 REFERENCES ( Not Used)
1.2 SUBM TTALS (Not Used)
1.3 LUVP SUM PAYMENT | TEMS

Payment itens for the work of this contract for which contract
[ unmp sum paynents will be made are listed in the BI DD NG
SCHEDULE and described below. Al costs for itenms of work

whi ch are not specifically nentioned to be included in a
particular lunp sumor unit price paynent item shall be
included in the listed lunmp sumitem nost cl osely associ at ed
with the work involved. The lunp sum price and paynment nmade
for each itemlisted shall constitute full conpensation for
furnishing all plant, |abor, materials, and equi pnent, and
perform ng any associated Contractor quality

control, environmental protection, neeting safety
requirenents, tests and reports, and for performng all work
required for which separate paynent is not otherw se provided.

1.3.1 Paynent Item No. 0001 Mobilization and Denpbilization

Al'l costs connected with the nobilization and denpobilization
of all of the contractor's dredging plant and equi pnent as
defined below will be paid for at the contract |unmp sum price
for this item Sixty percent of the lunmp sumprice will be
paid to the Contractor upon conpletion of his nobilization at
the work site. The remaining forty percent will be paid to the
Contractor upon conpletion of denmobilization. In the event the
Contracting O ficer considers that the anount in this item

si xty percent which represents nobilization and forty percent
whi ch represents denobilization does not bear a reasonable
relation to the cost of the work in this contract, the
Contracting O ficer may require the Contractor to produce cost
data to justify this portion of the bid. Failure to justify
such price to the satisfaction of the Contracting O ficer wll
result in paynent of actual npbilization costs, as detern ned
by the Contracting O ficer, at the conpletion of nobilization,
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and actual denobilization costs, as deternm ned by the
Contracting Oficer, at the conpletion of demobilization. The
determ nation of the Contracting Officer is not subject to
appeal .

1.3.1.1 WMobilization

Mobi l'i zation shall include all costs for operations
accompl i shed prior to commencenent of actual dredging
operations. This shall include transfer of dredge, attendant
pl ant, and equi pment to site, all initial installation of

pi pe, and any other associated work that is necessary in
advance of the actual dredging operations. Also included in
this itemis all costs for site work in advance of dredged
mat eri al placement at the di sposal area, including clearing
and gradi ng, demolition and renoval of piping, provision of
new pi pi ng, and all associated di ke constructi on.

1.3.1.2 Denobilization

Denobi |l i zati on shall include general preparation for transfer
of plant to its honme base, renoval of pipelines, cleanup of
site of work including the placenent area, and transfer of
plant to its home base.

1.3.2 Paynent Item Nos. 0002 Preparation, Maintenance and
Final Grading of the Maple Street Placenent Area

Payment for this itemshall include all cost associated with

t he preparation, maintenance, and final grading of the

pl acenment area at Maple Street. The Contractor shall perform
clearing and grubbing of vegetation, renmove earth and debris,
make repairs to the di ke and provide new spill box and drai nage
pi pi ng, and mai ntenance as required to assure proper drainage
at the outlet pipe and operation of the spillbox for the
duration of the contract. All plastic pipeline on the site
shall be renmpbved and di sposed in an approved |andfill.

| norgani c materials and nonbi odegradabl e trash and debris from
within the di ked placenent area shall be renoved and di sposed
in an approved landfill prior to material placenment

oper ati ons.

1.3.3 Paynent Item Nos. 0003 Preparation, Muintenance and
Final Grading of the Ocean Park Pl acenent Area

Payment for this itemshall include all cost associated with
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t he preparation, maintenance, and final grading of the

pl acement area at Ocean Park. This shall include the
Contractor renoving the existing sand/snow fencing and
reinstalling it after the beach has been filled and finish
gr aded.

1.4 UNI' T PRI CE PAYMENT | TEMS

Payment itens for the work of this contract on which the
contract

unit price paynents will be nade are listed in the BIDDI NG
SCHEDULE and descri bed bel ow. The unit price and paynent nade
for each itemlisted shall constitute full conpensation for
furnishing all plant, |abor, materials, and equi pnment, and
perform ng any associ ated Contractor quality control,

envi ronnental protection, neeting safety requirenments, tests
and

reports, and for performng all work required for each of the
unit price itens.

1.4.1 Paynent Item Nos. 0004 Mai ntenance Dredging

Payment to be made for costs associated with dredgi ng the
Entrance Channel, Turning Basin, Channel to Broad Bay, and
Long Creek Side Channel, shall include the cost of renopval and
pl acement of material as indicated and specified exclusive of
the mobilization and denobilization as defined above. The
total amount of material renmoved and to be paid for under this
payment itemw ||l be measured by the cubic yard in place by
conmputing the volunme between the bottom surface shown by
soundi ngs of the last surveys made before dredging, and the
bottom surface shown by the soundi ngs of surveys nmade as soon
as practicable after the work has been conpleted. The vol unme
for nmeasurenent and paynent shall include the material within
the limts of overdepth and side sl opes described in paragraph
"Required Dredging Prism Overdepth, and Side Sl opes" of
SECTI ON 02881, |ess any deductions that nmay be required for

m spl aced material described in subparagraph "M spl aced

Material", below. The drawi ngs are believed to accurately
represent conditions at the time of the surveys indicated. New
soundings will be taken immedi ately before dredging. The

Contractor's unit price for dredging, based on the above

met hod of conputation of the quantity for paynent, shall

i nclude his evaluation of shoaling, other natural changes in

t he wat erway, or changes caused by the Contractor's operations
that m ght occur during the period between the surveys before
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dredgi ng and the surveys for acceptance of the work.
Conput ati ons for paynent purposes will be nade by the
Government using the average end area nethod and el ectronic
data processing machi nes. Determ nation of quantities renoved
and the deductions nade to determ ne quantities in place to be
paid for in the areas specified, after having once been made,
wi Il not be reopened except on evidence of collusion, fraud,

or obvious error.

1.4.2 Paynent Item Nos. 0005 Mai ntenance Dredging

Payment to be made for costs associated with dredging the City
Long Creek (Proper) Channel, shall include the cost of renoval
and placenment of material as indicated and specified exclusive
of the nobilization and denpbilization as defined above. The
total amount of material renmoved and to be paid for under this
payment itemw ||l be measured by the cubic yard in place by
conmputing the volunme between the bottom surface shown by
soundi ngs of the last surveys made before dredging, and the
bottom surface shown by the soundi ngs of surveys made as soon
as practicable after the work has been conpleted. The vol unme
for measurenent and paynent shall include the material within
the limts of overdepth and side sl opes described in paragraph
"Required Dredging Prism Overdepth, and Side Sl opes" of
SECTI ON 02881, |ess any deductions that nmay be required for

m spl aced material described in subparagraph "M spl aced

Material", below. The drawi ngs are believed to accurately
represent conditions at the time of the surveys indicated. New
soundings will be taken immedi ately before dredging. The

Contractor's unit price for dredging, based on the above

met hod of conputation of the quantity for paynent, shall

i nclude his evaluation of shoaling, other natural changes in

t he wat erway, or changes caused by the Contractor's operations
that m ght occur during the period between the surveys before
dredgi ng and the surveys for acceptance of the work.

Conmput ations for paynment purposes will be made by the
Governnent using the average end area nmethod and el ectronic
data processing machines. Determ nation of quantities renpved
and the deductions nade to determ ne quantities in place to be
paid for in the areas specified, after having once been nade,
will not be reopened except on evidence of collusion, fraud,

or obvious error.

1.5 M splaced Materi al
Any material that is deposited el sewhere than in places
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desi gnat ed or approved by the Contracting Officer will not be
paid for, and the Contractor may be required to renove such
m spl aced material and deposit it where directed by the
Contracting Oficer at the Contractor’s expense.

1.6 Excessive Dredging

Material taken from outside the specific areas to be dredged
or beyond the limts as extended in paragraph "Required
Dredging Prism Over depth, and Side Sl opes" will be

consi dered as excessive over depth dredging, or excessive side
sl ope dredging, for which paynent will not be nmade. Nothing
in these specifications shall be construed to prevent paynent
for the renoval of shoals performed in accordance with the
appl i cabl e provisions of Paragraphs SHOALI NG and FI NAL

EXAM NATI ON AND ACCEPTANCE of Section 01005.

1.7 Monthly Partial Paynments

Mont hly partial paynments will be based on estimated quantities
determ ned by the Contracting Oficer.

PART 2 PRODUCTS (Not Applicable)
PART 3 EXECUTI ON ( Not Applicabl e)

-- End of Section --
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SECTI ON 02235

EXCAVATI NG DI KE CONSTRUCTI ON
(I'ncluding Spillbox and Drai nage Pi ping),
AND FI NI SH GRADI NG

06/ 01

PART 1 GENERAL
1.1 REFERENCES

The publications |isted below forma part of this specification
to the extent referenced. The publications are referred to in
the text by basic designation only.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS ( ASTM

ASTM A 760 (1997) Corrugated Steel Pipe, Metallic-
Coated for Sewers and Drains

AVERI CAN WOOD- PRESERVERS' ASSOCI ATI ON ( AWPA)

AWPA C2 (1995) Lunber, Tinber, Bridge Ties and Mne Ties
- Preservative Treatnent by Pressure Processes

AWPA P5 (1997) Standards for WAterborne Preservatives

1.2 SUBM TTALS

The Contractor shall nake submttals for the followng |listed
reports and certificates as required by the specifications. The
Contracting O ficer may request submttals in addition to those
speci fi ed when deened necessary to adequately describe the work.
Units of weights and neasures used on all submttals shall be
the sane as those used in the contract draw ngs. Each submitta
shall be conplete and in sufficient detail to allow ready
determ nation of conpliance with contract requirenents. Prior to
submttal, all itens shall be checked and approved by the
Contractor's Quality Control (CQC) representative and each item
shal | be stanped, signed, and dated by the CQC representative

i ndi cating action taken in accordance with SECTI ON 01440.



1.2.1 Plant Reports

Reports of inspections and tests, including analysis and
interpretation of test results required to verify quality
standards are net for materials provided.

1.2.2 Certificates of Conpliance

Statenent signed by an official authorized to certify on behalf
of the manufacturer or supplier of a product, system or
material, attesting that the product, systemor material neets
specified requirenents. The statenent nust be dated after the
award of the contract, nust state the Contractor's nanme and
address, nmust nanme the project and | ocation, and nust |ist the
specific requirenments which are being certified in accordance
with the contract specification.

1.2.3 Munufacturer's Instructions

The Contractor shall submt manufacturer's preprinted docunents
whi ch graphically show rel ati onship of various conponents of the
work that describe installation of the respective product,
schematic di agrans of systens and details of fabrication

| ayouts of particular elenents for the | ocation of installation,
| ocation and types of connections, and other relational aspects
of the work

1.3 CHARACTER OF MATERI ALS

The materials to be excavated are predom nately sandy (SP)

mat erial s which have historically been dredged fromthe nearby
navi gati on channels and placed in the disposal area. Bidders
are expected to exam ne the site of work and deci de for

t hensel ves the character and state of the materials. The
Contractor shall be fully responsible for his eval uation of
character and state of the materials and his selection of

equi pment necessary to conplete the construction of work
speci fi ed.

1.3.1 Satisfactory Materials for D ke Construction

Al'l soils obtained fromgradi ng and excavati ng operations are
classified satisfactory for use in dike construction. Soils for
this use shall be separated from any nonbi odegradabl e trash and
debris that is encountered during the gradi ng and excavati ng
operations. Any nonbi odegradabl e trash and debris that is
encount ered during excavating di ke construction operations shal



be renoved fromthe site and di sposed of in an approved
landfill.

1.4 FIELD QUALITY CONTROL

The Contractor shall establish and maintain field quality
control for clearing, excavating, ditching, pipe |aying, and
finish grading operations to assure conpliance with contract
requi renents, and maintain records of the quality control for
all construction operations including but not limted to the
itenms indicated bel ow

a. Lines, grades and tol erances
b. Segregation of materials

c. Disposal and stockpiling of nmaterials

d. Unsatisfactory nmaterials

e. Conditions that may i nduce seepage or weaken the
fini shed piping foundation or earthwork

f. Stability of excavations

Records of inspections and tests, as well as the records of
corrective actions taken, shall be furnished to the Governnent
in accordance with Section 01451 CONTRACTOR QUALI TY CONTRQL.

1.5 DELI VERY, STORAGE, AND HANDLI NG
1.5.1 Delivery and Storage

Materials delivered to site shall be inspected for damage,

unl oaded, and stored with a m ni mum of handling. Materials shal
not be stored directly on the ground. The inside of pipes and
fittings shall be kept free of dirt and debris. The Contractor
shal | have a copy of the manufacturer's instructions avail abl e
at the construction site at all times and shall follow these
instructions unless directed otherwi se by the Contracting
Oficer.

1.5.2 Handling
Materi als shall be handled in a manner that ensures delivery to

the trench in sound, undamaged condition. Pipe shall be carried
to the trench, not dragged.



PART 2 PRODUCTS
2.1 SPILLBOX AND ASSOCI ATED MATERI ALS
2.1.1 Drainage Pipe

ASTM A 760, zinc coated, Type | pipe with annular 2-2/3 by
1/2 inch corrugations, 24-inch dianmeter as indicated.

2.1.2 M scell aneous Metal Fasteners and Anchors

Type, size, and finish best suited for intended use. To the
maxi mum extent practical itens shall be hot-di pped gal vani zed,
&@0; however, other finish options shall include field-applied
zi nc conpounds, cadm um and al um num pai nt i npregnated finishes
subj ect to the approval of the Contracting Oficer.

2.1.3 Wod Construction
2.1.3.1 Grading and MarKki ng

Lunber shall bear an AWPA aut horized gradestanp or gradenark,
recogni zed certification stanp, mark, or hammerbrand. Pl ywood
shal |l bear the grademark or other identifying marks indicating
grades of material and rules or standards under which produced,
including requirements for qualifications and authority of the
i nspection organi zati on.

2.1.3.2 Sizes

Lunber and pl ywood material sizes shall conformto requirenents
of the rules or standards under which produced. Unless otherw se
speci fied, |unber shall be surfaced on four sides. Unless

ot herwi se specified, sizes indicated are nom nal sizes, and
actual sizes shall be wi thin manufacturing tol erances

al | oned by the standard under which the product is produced.

2.1.3.3 Treat nent

Al'l lunmber and plywood nmenbers shall be treated. Exposed areas
of treated wood that are cut or drilled after treatnent shal
receive a field treatnent in accordance with AWPA M4. Lunber
shall be treated in accordance with AWPA C2 wi th wat er bor ne
preservatives listed in AWPA P5 to a retention |level of 0.40 pcf
i ntended for ground contact and fresh water use. Plywood shal

be treated in accordance with AWPA C9 wi th wat er bor ne



preservatives listed in AWPA P5 to a retention |evel of 0.40 pcf
i ntended for ground contact and fresh water use.

2.1.3.4 Moisture Content

At the tinme |unber and plywood materials are delivered and when
installed in the work their noisture content shall be: 4 inches
or | ess nom nal thickness, 19 percent nmaximum 5 inches or nore
nom nal thickness, 23 percent maximumin a 3 inch perineter of
the tinber cross-section.

PART 3 EXECUTI ON

3.1 DI KE CONSTRUCTI ON

Sati sfactory excavated soil material shall be used for
construction of the dike to the alignnent and di nensi ons as
shown on the plans and as specified. The required di ke shall be
constructed to a m ninum hei ght elevation of +14.0 feet MLW
(NOCS). Dike height elevations above the +14.0 feet M.LW ( NOS)
are acceptable. The di ke shall have a m ninumtop bermw dth of
10 feet and with 1 vertical on a 2.5 horizontal side slopes.
Upon conpl etion of dredged naterial placenent operations, the
interior and exterior face and top of bermof the finished dike
shal | be seeded in two equal increnments. Seeding operations
shall be initiated within 48 hours after attaining the specified
finished grading increnent. The Contractor shall be responsible
for selecting seeding-materials and processes suited for the

| ocation of use and all work perforned shall be in accordance
with the manufacturer's printed recommendati ons.

3.2 SPILLBOX CONSTRUCTI ON

A new spill box and drai nage piping shall be constructed at the
same | ocation and to the sanme shape and material dinmensions of
the existing spillbox. Drainage pipe shall be provided on a

| evel surface in accordance with ASTM A 760, zinc coated of
Type | or Il pipe with annular or helical corrugations, asphalt
coated, 24-inch. The spillbox shall be anchored to a concrete
sl ab sized and dinensioned to match existing. The slab shall be
formed and poured on top of a conpacted earth foundation with
si x inches of gravel between the conpacted earth and the sl ab.
The concrete slab shall be anchored into the ground with four
screw type anchors placed near each corner of the slab
approximately 1 foot fromthe edge of each adjacent side, and
enbedded a mininmumof 4 inches into the slab after the slab is
poured. A mninmmof four L-brackets shall be welded to the



spil Il box and bolted to the slab anchor bolts when the spill box
is set in place. The slab foundation and new spillbox shall be
pl aced so that the drainage pipe invert elevations nmatches that
of the existing spillbox construction, and the top of the
spillbox is at +12.0 feet MLLW (NOS). New weir boards shall be
installed up to the +12.0 feet MLLW(NOS) el evation. Weir
boards shall be treated in accordance with Anerican Wod
Preservers Institute Standard (AWPA) C2 with waterborne
preservatives listed in AWPA P5 to a retention |evel recommended
for water contact use. The spillbox shall also be further
secured to the ground by six cables, each with cable couplings
for adjusting cable tension, and six screw type anchors. These
cabl es shall extend from pad eye brackets welded to the top of
the spillbox to the anchors installed in the ground at an
appr oxi mate angl e of 45 degrees. The effluent pipeline com ng
fromthe spillbox shall be conpletely covered by a m ni mum of 2
feet of materials fromthe spillbox to the placenent of
materials for the new di ke construction.

3.2.1 BACKFI LL ADJACENT TO SPI LL BOX

Backfill adjacent to spillbox shall be placed and conpact ed
uniformy in such manner as to prevent wedging action or
eccentric | oading upon or against the structure. Slopes
bounding or within areas to be backfilled shall be stepped or

serrated to prevent sliding of the fill. During backfilling
operations and in the formati on of enbanknents, equi pnment that
w Il overload the structure in passing over and conpacting these

fills shall not be used.
3.3 FIN SHED EXCAVATI ON, FILLS, AND ENMBANKMENTS

Upon conpl etion of dredging operations, all areas covered by the
proj ect, including excavated and filled sections and adj acent
transition areas, shall be uniformy snooth-graded. The
finished surface shall be drained of all water pockets and
graded reasonably snooth, conpacted, and free fromirregul ar
surface changes. The degree of finish shall be that ordinarily
obt ai nabl e from bl ade- gr ader operations, except as otherw se
speci fi ed.

3.4 PROTECTI ON

Newl y graded areas of the finished dike shall be protected from
traffic and fromerosion until seeded, and any settlenment or
washi ng away that nmay occur from any cause, prior to acceptance
and approval of the established seeding, shall be repaired and
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grades reestablished to the required el evati ons and sl opes.
Reseeding in repaired grade areas shall be at the Contractor’s
expense. Al work shall be conducted in accordance with the
envi ronnmental protection requirenments of the contract.

--END OF SECTI ON- -
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SECTI ON 02881
DREDG NG
6/ 01
PART 1 GENERAL
1.1 PLANT

Pl ant and equi pment enpl oyed on the dredging work shall be in
sati sfactory operating condition, capable of safely and
efficiently perform ng the work as indicated or specified, and
shall be subject to inspection and approval by the governnent
at all tinmes. Equi pment and nmachi nery, including pipelines
and supporting plant, shall be subject to inspection and
approval by the governnment and kept in good condition at all
times. A conplete listing of all dredging plant and machi nery
to be used in the work, including booster punps, skiffs,
barges, and other related equi prment, shall be submtted. The
listing shall include year and manufacturer, operational
capacities, safety features, operating and |licensing

requi renents for operators, and a description where and how
the item of equi pnent or plant will be enployed in the work.
Any | eaks or deficiencies shall be pronptly and properly
repaired. No reduction in the capacity of the plant, once

i nspected and approved by the government to be sufficient for
enpl oynment on the work, shall be nmade except by witten

perm ssion of the Contracting Officer. The measure of the
"capacity of Plant"” shall be its actual perfornmance on the
work to which these specifications apply. The Contractor shal
submt, as a part of the Work Plan and Quality Control Pl an,

t he manufacturer's punp curve for each punp to be used during
the project. This submttal shall be provided by the
Contractor for the purpose of verifying his avail able plant
capacity is sufficient to acconplish the schedul ed work in
accordance with all contract requirenments. The submttal shal

i nclude the dredge's main punp, and if applicable, the | adder
punp and any booster punp(s) to be used on the contract. If a
substitution of equipnment occurs during the contract, the punp
curve of the new punp(s) shall be submtted at the tinme of
substitution and recorded in the Daily Report of Operations.
Each punp curve submtted shall be clearly designated with the
dr edge name, contract nunber, punp function (main punp, | adder
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punp, or booster punps) and punp size. The punp curves shall

i ndi cate each respective punp's performance (i.e., punp Hp,
efficiency and rpms) for water plotted against hydraulic head
and di scharge velocity and GPMs. All data provi ded nust be
acconmpani ed with docunentation verifying the punps to be
utilized in this work have provided this efficiency on
previous work in conditions and for material to be renoved
simlar to that to be acconplished for this contract. All
floating plant and pipelines used as accessways or worKking

pl atfornms shall be equi pped w th wal kways and guardrails
conform ng to Corps of Engineers Manual EM 385-1-1 and neet
OSHA requirenments for worker safety. All buoyant (plastic)
dredge pipelines that are used on this contract shall be

wei ghted or anchored securely to the bottom so that the

pi peline will stay on the bottom and marked with floats or
buoys during daylight and anmber |ights during darkness to mark
distinctly the entire I ength and course of the |ine.

1.2 CHARACTER OF MATERI ALS

The material to be renoved is the shoaling that has occurred
since the Entrance Channel, Turning Basin, Channel to Broad
Bay, City Long Creek (Proper) Channel, and Long Creek Side
Channel were |ast dredged. Bidders are expected to exani ne
the site of work and decide for thensel ves the character of
the materials. The records of previous dredging are avail able
in the Operations Branch at the Norfolk District. The

Gover nnment does not warrant the accuracy of the records of
previ ous dredging. Local mnor variations in the subsurface
materials are to be expected and, if encountered, will not be
considered as being materially different within the purview of
Contract Clause "Dl FFERI NG SI TE CONDI TI ONS". The records of
previ ous dredging are available in the Operations Branch,
Norfol k District, Corps of Engineers, 803 Front Street,
Norfol k, Virginia 23510-1096. Local mnor variations in the
subsurface materials are to be expected and if encountered
will not be considered as being materially different within
the purview of Contract Clause “Differing Site Conditions”.

1.2.1 Obstruction Identification
The Contractor may encounter obstructions or other debris that

is not identified and may pose a hazard to navigation. The
Contractor shall advise the Contracting Oficer imediately of
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any obstructions or other debris of this nature that is
encount er ed.

PART 2 PRODUCTS (Not Used)
PART 3 EXECUTI ON
3.1 PLACEMENT OF EXCAVATED MATERI AL

The contractor will be required to use the designated
Government- furni shed Ocean Park Pl acement Area for the
Entrance Channel, Turning Basin and the Long Creek Side
Channel dredging areas and the Maple Street Placenent Area for
t he Channel to Broad Bay dredging area. The materi al excavated
shal |l be transported and deposited by a hydraulic pipeline
dredge to the placenent areas as indicated and specified. The
dredge pipeline shall be placed and advanced in a manner to
traverse and disturb native vegetation, dunes, marsh and
wet |l ands to the m ni rum anmount practicable. Ingress and egress
of personnel and equi pment across marsh and wetl| ands areas
shall be scheduled to coincide with high tide to the maxi mum
extent practicable. The Contractor shall submt his proposed
pl acenment plan as a part of the overall work plan and

requi renments of which shall be subject to approval of the
Contracting O ficer. The Contractor shall comply with all
terms and conditions of the Departnment of Environnmental
Quality (DEQ Water Protection Permt that is included as a
part of this contract at the end of SECTI ON 01355

ENVI RONMVENTAL PROTECTI ON.

3.1.1 Dredged Material Discharge at Ocean Park Pl acenent Area

The contractor shall place the excavated material to the |ines
and grades indicated on the draw ngs, subject to such m nor
nodi fi cati ons as deenmed necessary by the Contracting O ficer
to accommpdate natural changes and variations in the beach

t hat may have occurred since the drawi ngs were prepared. The
beach is subject to natural changes and the actual el evations
at the time of the work may vary fromthe el evati ons shown on
the contract drawi ngs. The Contractor shall install a baffle
pl ate, spreader pipes, pocket pipes, or other approved
apparatus to the discharge end of the pipeline that precisely
controls the placenent of the beach fill material and

i ncreases the settlenent rate of the material to the maximm
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extent practicable. Tenporary |ongitudinal control dikes shal
be constructed in a manner that requires the effluent water to
travel a m ninmum di stance of 200 feet, nmeasured horizontally,
prior to returning to the waters of the Atlantic Ocean. Such

| ongi tudi nal di kes and outfall devices shall be used to
prevent transverse gullying and erosion at the point of
deposit and the subsequent |oss of material directly into the
ocean. Once the material has been deposited, the Contractor
shall distribute and grade the material to the |ines and

el evations as indicated and specified. The final graded beach
fill segnments shall be constructed to an acceptabl e tol erance
of 0.5 foot above or 0.5 foot below the required el evati on and
specified grade. The contractor shall not place material in
such a manner as to encroach | andward of the existing sand
dunes, bul kheads, seawalls, or other structures or |ines
indicated or as may be identified by the Contracting Officer.

3.1.2 Dredged Material Discharge at Maple Street Pl acenent
Ar ea

The Contractor shall maintain the integrity of each respective
di ke and enpl oy proper dredging techniques to assure dredged
material is confined to the di ked placenent area at all tines.
The Contractor shall immediately suspend dredgi ng and

pl acenent operations in the event of any di ke or contai nnent
failure. The Contractor nmay resunme work only when such
failures have been corrected. The Contractor may be required
to recover at no additional cost to the Governnment any
material inproperly placed as a result of dike or containnent
failure. Damages and clainms due to any failure of the dike
due to construction error or negligence in operations is the
responsibility of the Contractor. The Contractor shall install
a baffle plate, diffuser, or other approved apparatus to the
di scharge end of the dredge pipeline that shall precisely
control the placenment of the dredged material and increase the
settlenment rate of the material to the maxi mum extent

practi cable. Upon conpletion of material placenent operations,
the entire interior area of the placenent area shall be

uni formy snooth-graded to assure positive drai nage and

el imnation of undrai ned pockets and abrupt hunps. The
finished surface shall be reasonably snooth, conpacted, and
free fromirregular surface changes. The degree of finish
shall be that ordinarily obtainable from bl ade-grader
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operations. At the conpletion of the schedul ed work, the
Contractor shall |eave the spillbox in a well-mintained and
operable condition to assure adequate site drainage.

3.1.3 Watches at Ocean Park Beach Pl acenent Area

During beach placenment operations, the Contractor shal

provide qualified personnel 24-hours per day at the discharge
area. At all times during discharge of material on the beach
at | east 2 persons shall be assigned on watch duty with

whi stles, flashlights, and two-way radi o comruni cation with

t he dredge whose sole responsibility is to keep the public out
of the work area around the discharge pipeline. Work shall not
be perfornmed on the beach fill area unless the designated

wat ch persons are on site.

3.1.4 Sand Dune and Existing Beach Protection

The Contractor shall protect from danmage all existing sand
dunes and maintain in place any existing beach material that
is above the required placenent elevation for this contract.
The Contractor shall not borrow material or grade materi al
fromthese areas or disturb vegetation on dunes. The operation
and nmovenent of vehicles, equipnment and personnel on, over, or
across sand dunes is specifically prohibited except at
crossing points that have been approved by the Contracting

O ficer.

3.1.5 Water Quality Mnitoring Controls

In addition to the requirenments specified in paragraph
“Control of Placement Area Effulent”, the Contractor shall
take all precautions that in the opinion of the Contracting
O ficer may be necessary to mnim ze the escape of dredged
material into the navigable waters. Water sanples of nearby
navi gabl e waters shall be taken daily during dredging
operations up current fromthe dredge and at the spill box.
Water sanples fromthe water surface in the vicinity of the
overboard placenment areas and at the spillbox shall be taken
as often as necessary to conformto the requirenents as
specified, but not less than twice daily. Density tests shal
be perfornmed on all work sanples as outlined in paragraph
titled "Control of Placement Area Effluent”, in a manner and
at proposed | ocations as approved by the Contracting O ficer.
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In the event the water sanple taken fromthe vicinity of the
beach pl acenment area or spillbox proves to be greater than 5
granms per liter in excess of the density of water sanple taken
in the vicinity of the area being dredged, dredging operations
shal | be stopped i mediately or the discharge flow shall be
reduced. Dredging can resunme maxi mum operati ons once the
difference in the density tests becones | ess than 5 granms per
liter. Al sanples taken shall be recorded by the contractor
and included with the Daily Report of Operations. The
Contractor shall provide constant nonitoring of the placenent
operati ons when dredging and material placenment operations are
in progress. Monitoring personnel shall have fully functional

t wo-way radi o communi cations with the dredge operator at all
times when dredging is in progress. Frequent conmmuni cation
checks shall be made to assure proper material placenent
during dredgi ng operations. In the event of any communications
failure or inproper material placenment is determ ned, al
dredgi ng and pl acenent operations shall be i medi ately
suspended until communications are restored as approved by the
Contracting Oficer, or in the event of inmproper materi al

pl acement, until proper material placenent procedures are
reestablished by the Contractor as approved by the Contracting
O ficer. Al costs resulting from suspensions of work as
speci fied above shall be the responsibility of the Contractor
and at no additional expense to the governnent.

3.1.6 Warning Signs

The contractor shall erect and maintain at his own expense
sui tabl e navigation warning signs at each end of a subnerged
pi peline and at any other points necessary to prevent hazards to
navi gati on.

3.1.7 Exam nation of Pipeline

The pipeline, including connections used for a subnerged |ine,
shall be exam ned and determined to be in good condition to
reasonably expect it to |ast throughout the job w thout wearing
to the extent of allow ng |eaks.

3.1.7.1 Leaks
In the event that |eaks occur anywhere in the pipeline, the

contractor will be required to i nmedi ately discontinue using the
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respective equipment wuntil the I|eaks are stopped. The
contractor shall also be required to recover at no cost to the
Government any material inproperly placed because of a | eak or
| eaks in the equipnment.

3.2 PLACEMENT AREA CONTROL

Al'l markings to be placed in the field by the Contractor for

| ayout of the work, including but not limted to placenent
area control points, pipeline routes, range markers and buoys,
or for any other control purpose shall be provided by a

pr of essi onal engi neer or surveyor |icensed in the Comopnweal th
of Virginia. The in-place markings shall be verified by the
Gover nnent before comencenent of dredging and pl acement
operations. The contractor shall give the Contracting O ficer
a mninmm 14 cal endar day witten notice in advance of
conmmencenent of dredging operations to assure the conpletion
of the Governnent verification review of the in-place
mar ki ngs.

3.3 REQUI RED DREDG NG PRI SM OVERDEPTH, AND SI DE SLOPES
3.3.1 Required Dredging Prism

Wthin the specific areas indicated to be dredged or areas
approved by the Contracting O ficer, the required dredging prism
is defined by the required depths and applicable side slopes as
i ndicated and specified. The actual quantity wthin the
required dredging prismw |l be conputed fromthe |ast surveys
made before dredgi ng.

3.3.2 Overdepth

To cover inaccuracies of the dredging process, material actually
removed fromw thin the specific areas to be dredged to a depth
of not nmore than one foot below the required depth will be
estimted and paid for at the contract price.

3.3.3 Side Slopes
Material actually renoved, wthin limts approved by the
Contracting O ficer, to provide for final side slopes not

flatter than 1 vertical on 3 horizontal, but not in excess of
the anount originally lying above this limting side slope, wll
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be estimated and paid for, whether dredged in original position
or by dredgi ng space bel ow the pay sl ope plane at the bottom of
the sl ope for upslope material capable of falling into the cut.
In conputing the limting amunt of side-slope dredging an
overdept h of one foot measured vertically will be used.

3.3.4 Method of Obtaining Soundings

Soundi ngs to determ ne the volume of material renoved under this
contract will be made with an I nnerspace Technol ogy, Inc. Mbde

448 Thermal Depth Sounder Recorder with an operating frequency
of 208 kilohertz and a 3 degree beamnidth at -3db. The
equi prent will be calibrated by the bar/ball check or velocity
probe method to conpensate for variations of the velocity of
sound in water.

3.3.5 Basis of Surveys

The Government hydrographic surveys shall be the sole basis for
determ ni ng paynent for dredging and final acceptance.

3.4 QUALITY CONTROL

The contractor shall establish and maintain a quality control
system for all dredging operations to assure conpliance with
contract requirenents and record his inspections and tests
under this system

3.4.1 |Inspections and Testing Requirenents

| nspections and testing shall be the responsibility of the
Contractor including but not limted to the follow ng:

3.4.1.1 Control of Dredging Area and Placenent Area Effl uent

The Contractor shall take sanples as often as required but at

| east twice daily. The density of the effluent shall be
determ ned by a hydroneter or weight-vol une nethod as

herei nafter specified. The Contractor will have the option of
t he hydroneter nethod when settled solids are not present in
the sanple. When settled solids are present the weight-vol une
met hod shall be enployed for density determ nations. The sane
techni que shall be used for making the water density

determ nations in the vicinity of the benchmark area as in the
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respective work and placenent areas. When the hydroneter is
used, an instrunment such as Fisher Brand #14-331-5C2, or
approved equal, shall be used. \Wen the wei ght-volume net hod
is enployed, a 1,000 c.c. |laboratory cylinder and a scale or
bal ance capabl e of wei ghing the sanple and cylinder to the
nearest gram shall be used.

3.4.1.2 Equi pnment and Machi nery Requirenents

Al'l measuring equi pnent, gl obal positioning systens (GPS) and
ot her el ectronic positioning systens, data plotting and
recordi ng equi prent, and the procedures associated with each
respective item of equipnent, shall be subject to the approval
of the Contracting Oficer. Verification of current
calibration for each respective item of equi pnment, as approved
by the Contracting Officer, shall be provided by the
Contractor prior to use of the equipment on the work. All
records produced by the equi pnment shall be inspected and
certified as conplete by the Contractor's Quality Control
Representative and included as a part of the Daily Quality
Control Report.

3.4.1.3 M scellaneous Inspections and Test Records

A copy of the records of all inspections and tests, as well as
record of corrective action taken, shall be included in the
Control Plan and furnished to the Contracting Officer as a
part of the Daily Quality Control Report.

3.4.1.4 Inspection and Test Records

A copy of the records of inspections and tests, as well as
record of corrective action taken, shall be provided to the
Contracting Oficer with the Daily Report of Operations.

3.4.1.5 Reporting and Certificates

Al'l nmeasuring, plotting, and recordi ng equi pnment and
procedures shall be subject to the approval of the Contracting
Officer. Verification of their calibration, certified by the
Contractor's Quality Control Representative, shall be

furni shed prior to use on the work. All records produced by

t he equi pnent shall be authenticated by the authorized
representative of the contractor and then provided to the
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Contracting Oficer with the Daily Report of Operations.
3.5 REPORTI NG REQUI REMENT

The Contractor shall prepare and maintain a Daily Report of
Operations and furnish copies daily to the Contracting

O ficer. A copy of the form prescribed for recording the
required informati on and any further instructions on the
preparation of the report will be furnished at the
preconstruction conference noted in Section 01005. The
Contractor shall also furnish the followng itemdaily to the
Contracting Oficer during dredgi ng operations:

(1) Copy of dredge leverman's | og

(2) Records of dredge punp vacuum and pressure gauge
readi ngs
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VMRC#  00-0057

A permit issuing fee of: $100.00

and a royalty of: n/a

for a total of $100.00 This permit consists of 8 sheets.
PERMITTEE

Permittee's signature is affixed hereto as evidence of acceptance of all of the terms and conditions herein.

In cases where the Permittee is a corporation, agency or political jurisdiction, please assure that the individual who signs
for the Permittee has proper authorization to bind the organization to the financial and performance obligations which result

from activity authorized by this permit.
PERMITTEE

Accepted for City of Virginia Beach

g dayof FeseurrY , 2000 By—"/ / //4 . COASTAL DITENE
! gk’ (Title)

State of _J/tR & +W 14
City (or County) of ViRGinia BreheH , to-wit:

I, Arlegsy S. PE T T1¢ ' a Notary Public in and for said City (or County) and State hereby certify
thatPHritif 3. Roehhs , Permittee, whose name is signed to the foregoing, has acknowledged
the same before me in my City (or County) and State aforesaid.

Given under my hand this 2 & dayof FEBRUAK 4 , 2000

My Commission Expires: w 30, 20073 Q/
Notary Public ) fﬁ2}7

COMMISSION

IN WITNESS WHEREOF, the Commonwealth of Virginia, Marine Resources Commission has caused these presents to be
executed in its behalf by Robert W. Grabb, Chief, Habitat Management '

(Name) (Title) Marine Resources Commission
15th  dayof March , 2000 by 4@
7

State of Virginia
City of Newport News, to wit:

|, Barbara A. Cundiff , a Notary Public within and for said City, State of Virginia, hereby certify
that Robert W. Grabb , whose name is signed to the foregoing, bearing the 22nd day of February
2000, has acknowledged the same before me in City aforesaid.

Given under my hand this 15th day of March , 2000

My Commission Expires: 4-30-2003

4
Notary Public "l(})/CLL/QM/(/CL U{ - CLW"»&W

7




VMRC # 00-0057

The following special conditions are imposed on this permit:

(16)

(17)

(18)

(19)

(20)

The yellow placard accompanying this permit document must be conspicuously displayed
at the dredge site throughout the construction phase of the authorized activity.

Permittee agrees to notify the Commission a minimum of 15 days prior to the start of the
construction activities authorized by this permit.

A pre-dredging conference shall be held on site prior to the commencement of the
dredging. The meeting shall be attended by the Permittee, the dredging contractor and a
member of the VMRC staff. The meeting shall be held within seven (7) days prior to the
commencement of dredging and shall include an inspection of the dredge material
containment area, an inspection of the previously staked dredge area, and a discussion of
the terms and conditions of the permit.

The Permittee shall provide a post-dredging bathymetric survey of the dredged area within
30 days of the completion of the dredging. The survey shall be signed and dated as being
accurate and true. The survey shall be referenced to mean low water and shall include a
transect at the channelward end of the dredge cut and at 200 foot intervals along the
dredged channel to the landward terminus of the dredged area. Accurate bathymetric data
from each transect shall be used to establish the top width of the dredge cut(+ 1) and shall
include a depth measurement exterior to both sides of the dredge cut.

The post-dredge survey depths shall vary uniformly between minus seven and a half feet
(-7.5") and eight and a half feet (-8.5) at mean low water, with the average depth
approximating minus eight feet (-8.0") at mean low water. Any areas dredged deeper than
minus eight and a half feet (-8.5") will be considered a violation of the Commission’s
permit and subject to enforcement action.




MRC 30-317 VMRCH#  00-0057
Applicant: City of Virginia Beach

COMMONWEALTH OF VIRGINIA
MARINE RESOURCES COMMISSION
PERMIT

The Commonwealth of Virginia, Marine Resources Commission, hereinafter referred to as the Commission, on this 22nd
day of February 2000, hereby grants unto:  City of Virginia Beach

Office of Beach Management

Municipal Center, Building 2, Room 340

2405 Courthouse Drive

Virginia Beach, Virginia 23456-9031

hereinafter referred to as the Permittee, pemfisSiOﬁ to:

X Encroach in, on, or over State wned subaqueous bottoms pursuant to Chapter 12, Subtitle III, of

13 -‘..S'ubtif,tgle;’fI\I‘I:, of Title 28.2 of the Code of

made a part of this permit.

This permit is granted subject to the following conditions:

(1) The work authorized by this permit shall be completed by February 28 2003. The Permmee shall notify the Commission when the project is completed.
The completion date may be extended by the Commission in its discretion. Any such application for extension of time shall be in writing prior to the above
completion date and shall specify the reason for such extension and the expected date of completion of construction. All other conditions remain in effect
until revoked by the Commission or the General Assembly.

(2) This permit grants no authority to the Permittee to encroach upon the property rights, including riparian rights, of others.

(3) The duly authorized agents of the Commission shall have the right to enter upon the premises at reasonable times, for the purpose of inspecting the work
being done pursuant to this permit.

(4) The Permittee shall comply with the water quality standards as established by the Department of Environmental Quality, Water Division, and all other
applicable laws, ordinances, rules and regulations affecting the conduct of the project. The granting of this permit shall not relieve the Permittee of the
responsibility of obtaining any and all other permits or authority for the projects.

(5) This permit shall not be transferred without written consent of the Commissioner.

(6) This permit shall not affect or interfere with the right vouchsafed to the people of Virginia concerning fishing, fowling and the catching of and taking of
oysters and other shellfish in and from the bottom of acres and waters not included within the terms of this permit.

(7) The Permittee shall, to the greatest extent practicable, minimize the adverse effects of the project upon adjacent properties and wetlands and upon the
natural resources of the Commonwealth.

(8) This permit may be revoked at any time by the Commission upon the failure of the Permittee to comply with any of the terms and conditions hereof or at
the will of the General Assembly of Virginia.

(9) There is expressly excluded from the permit any portion of the waters within the boundaries of the Baylor Survey.

(10) This permit is subject to any lease of oyster planting ground in effect on the date of this permit. Nothing in this permit shall be construed as allowing the
Permittee to encroach on any lease without the consent of the leaseholder. The Permittee shall be liable for any damages to such lease.

(11) The issuance of this permit does not confer upon the Permittee any interest or title to the beds of the waters.

(12) All structures authorized by this permit which are not maintained in good repair shall be completely removed from State-owned bottom within three (3)
months after notification by the Commission.

(13) The Permittee agrees to comply with all of the terms and conditions as set forth in this permit and that the project will be accomplished within the
boundaries as outlined in the plans attached hereto. Any encroachment beyond the limits of this permit shall constitute a Class 1 misdemeanor.

(14) This permit authorizes no claim to archaeological artifacts which may be encountered during the course of construction. If, however, archaeological
remains are encountered, the Permittee agrees to notify the Commission, who will, in turn notify the Department of Historic Resources. The Permittee
further agrees to cooperate with agencies of the Commonwealth in the recovery of archaeological remains if deemed necessary.

(15) The Permittee agrees to indemnify and save harmless the Commonwealth of Virginia from any liability arising from the establishment, operation or

maintenance of said project.




City of Virginia Beach March 15, 2000
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The work authorized by this permit is to be completed by February 28, 2003. Please note
that in conformance with Special Condition 17 of your permit you are to notify the Commission
prior to commencement of your permitted project. The enclosed self-addressed, stamped post
card is to be used for this purpose. All other conditions of the permit will remain in effect.

Please be advised that you may also require issuance of a U. S. Army Corps of Engineers
permit before you begin work on this project. You may wish to contact them directly to verify
any permitting requirements.

Sincerely,

=

Robert W. Grabb
Chief, Habitat Management

RWG/bac
HM
,Enéosure
cc: U. S. Army Corps of Engineers

Virginia Beach Wetlands Board
Applicant




COMMONWEALTH of VIRGINIA

James S. Gilmore, III Marine Resources Commission “g"i'“‘.A'.P‘
Govermnor 2600 Wi a:bington Avenue ommissior
John Paul Woodley, Jr. PO. Box 756
Secretary of Natural Resources Newport News, Virginia 23607-0756

March 15, 2000

Mr. Robert E. Hunt

Civil Engineer

City of Virginia Beach

Office of Beach Management

2405 Courthouse Dr.

Municipal Center, Building 2, Room 340
Virginia Beach, VA 23455-9031

RE: VMRC #00-0057

Dear Mr. Hunt:

Enclosed is the Marine Resources Commission permit for your proposal to hydraulically
maintenance dredge approximately 20,000 cubic yards of subaqueous material on an as-needed
basis annually from the Long Creek municipal channel to restore maximum project depths of
minus eight feet (-8') at mean low water with an allowable overdredge tolerance of plus or minus
six inches.

A yellow placard is also enclosed. This placard reflects the authorized activities for
inspection purposes and must be conspicuously displayed at the work site throughout the
construction phase. Failure to properly post the placard in a prominent location will be
considered a violation of your permit conditions.

YOU ARE REMINDED THAT ANY DEVIATION FROM THE PERMIT OR
ATTACHED DRAWINGS REQUIRES PRIOR AUTHORIZATION FROM THE MARINE
RESOURCES COMMISSION. FAILURE TO OBTAIN THE NECESSARY MODIFICATION
WILL BE CONSIDERED A VIOLATION AND COULD SUBJECT YOU TO CIVIL
CHARGES IN AMOUNTS NOT TO EXCEED $10,000 PER VIOLATION.

An Agency of the Natural Resources Secretariat
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Permit # 00-0057

Commonwealth of Virginia
Marine Resources Commission
Authorization

A Permit has been issued to: City of Virginia Beach
Office of Beach Management

Municipal Center, Building 2, Room 340
2405 Courthouse Drive

Virginia Beach, Virginia 23456-9031

The Permittee is hereby authorized to: Hydraulically maintenance dredge
approximately 20,000 cubic yards of subaqueous material on an
as~-needed basis annually from the Long Creek municipal channel
to restore maximum project depths of minus eight feet (-8')

at mean low water with an allowable overdredge tolerance of
plus or minus six inches.

Issuance Date: _ 2-22-2000 Expiration Date: _2-28-2003

Commissioner or Designee

This Notice Must Be Conspicuously Displayed At Site Of Work




Actions by U.S. Army
Corps of Engineers: The Army Corps of Engineers plans to issue an

ASP-18 for the proposed project.

Staff Comments: The City proposes maintenance dredging of the Long
Creek Navigation Channel to the previously authorized depth of -8 feet
mean low water and bottom width of 60 feet. They have requested a ten
year permit term, with a maximum of 20,000 cubic yards dredged
annually. While this dredging amount and frequency is not
anticipated, it was requested as a cushion to cover any unforeseen
circumstances that might require more frequent dredging. The City’s
plan is to dredge the channel on an “ as needed” basis to maintain
navigational access. They only plan to dredge about 7,000 cubic yards
this year along a 1,240 linear foot stretch of the creek near Davis
Island, where shoaling is reportedly causing navigation problems. All
dredging will be via hydraulic method with dredged material (80% sand,
20% silt/clay) pumped directly into the existing City dredged material
management area, located adjacent to Long Creek, just east of Great
Neck Road. This area discharges via pipeline into an adjacent ditch
and travels approximately 500-600 feet before discharging into Long
Creek. No wetlands will be impacted by this project as the channel
runs down the center of the 100-200 foot wide creek, a considerable
distance from the creek shoreline and wetland communities.

In 1991, the City applied for a one-time dredge event of the channel.
The Central Office issued a waiver for this one-time event. The Corps
issued an individual permit. Because, in the current application,

the City is requesting numerous dredging events for a major navigation
channel, issuance of a waiver is not appropriate. Therefore, staff
has determined that issuance of a permit is required. As this is the
first issuance for this project, notification of riparian property
owners is required. Notification letters were mailed on March 21,
2000. No comments were received.

Staff Recommendations:

The staff recommends that the Director approve the attached Virginia
Water Protection Permit and conditions and direct the staff to issue
the VWP Permit Number 00-0057.

The signature of the Permit Manager/Regional Director on the
transmittal letter/permit signifies concurrence with this permit
action.




MEMORANDUM
DEPARTMENT OF ENVIRONMENTAL QUALITY
TIDEWATER REGIONAL OFFICE

SUBJECT: Permit Package of Virginia Water Protection
Category II Permit No. 00-0057, Long Creek Navigation
Channel
TO: Frank Daniel, Regional Director
FROM: Sheri Kattan, Environmental Engineer, Senioﬂﬁé%?
via Robert F. Jackson, Jr. nvironmental Manager
DATE: April 25, 2000
COPIES: File
Legal Name, Address: Mr. Phillip J. Roehrs

Office of Beach Management

Municipal Center, Building 2, Room 340
2405 Courthouse Drive

Virginia Beach, Virginia 23456-9031

Application Submitted by: Mr. Robert Hunt

Office of Beach Management

Municipal Center, Building 2, Room 340
2405 Courthouse Drive

Virginia Beach, Virginia 23456-9031

Application: Received: January 18, 2000

Completed: March 21, 2000

Type of Project: The applicant proposes maintenance dredging
of the existing Long Creek Navigation
Channel.

Project Location: Stream: Long Creek

Basin: Chesapeake Bay, Altantic Ocean, and
Small Coastal

. Subbasin: n/a

Section: 3b

Class: II

Special Standards: a, NEW-20

Public Notice: Advertised: March 26, 2000

Comment Period End: April 25, 2000, no
comments received.




VWP Permit No. 00-0057
Part II
Page 6 of 6

Unauthorized Discharge of Pollutants

Except in compliance with this permit, it shall be unlawful for the
permittee to:

1.

Discharge into state waters sewage, industrial wastes, other
wastes, or any noxious or deleterious substances, or

Otherwise alter the physical, chemical, or biological properties
of such state surface waters and make them detrimental to the
public health, or to animal or aquatic life, or to the uses of
such waters for domestic or industrial consumption, or for
recreation, or for other uses.




VWP Permit No. 00-0057
Part II
Page 5 of 6

9. When the permittee begins or expects to begin to cause the
discharge of any toxic pollutant not reported in the
application; or

10. When other states were not notified of the change in the permit
and their waters may be affected by the discharge.

Permit Termination

This permit, after public notice and opportunity for a hearing, is
subject to termination. Causes for termination are as follows:

1. Noncompliance by the permittee with any condition of the permit;
2. The permittee's failure in the application or during the permit
issuance process to disclose fully all relevant facts or the

permittee's misrepresentation of any relevant facts at any time;

3. The permittee's violation of a special or judicial order;

4. A determination that the permitted activity endangers human
health or the environment and can be regulated to acceptable
levels by permit modification or termination; or

5. A change in any condition that requires either a temporary or
permanent reduction or elimination of any discharge of dredged

and fill material controlled by the permit.

Civil and Criminal Liability

Nothing in this permit shall be construed to relieve the permittee
from civil and criminal penalties for noncompliance.

0il and Hazardous Substance Liability

Nothing in this permit shall be construed to preclude the
institution of legal action or relieve the permittee from any
responsibilities, liabilities, or penalties to which the permittee
is or may be subject under Section 311 of the Clean Water Act or
Sections 62.1-44.34:14 through 62.1-44.34:23 of the State Water
Control Law.




VWP Permit No. 00-0057
Part II
Page 4 of 6

Permit Modification

The applicant shall notify the Department of Environmental Quality
of any modification of this project and shall demonstrate in a
written statement to the Department that said modification will not
violate any conditions of this permit. If such demonstration
cannot be made, the permittee shall apply for a modification of
this permit. This permit may be modified when any of the following
developments occur:

1.

When additions or alterations have been made to the affected
facility or activity which require the application of permit
conditions that differ from those of the existing permit or are
absent from it;

When new information becomes available about the operation or
discharge covered by the permit which was not available at
permit issuance and would have justified the application of
different permit conditions at the time of permit issuance;

When a change is made in the promulgated standards or
regulations on which the permit was based;

When it becomes necessary to change final dates in schedules due
to circumstances over which the permittee has little or no
control such as acts of God, materials shortages, etc. However,
in no case may a compliance schedule be modified to extend
beyond any applicable statutory deadline of the Clean Water Act;

When an effluent standard or prohibition for toxic pollutant
must be incorporated in the permit in accordance with provisions
of Section 307(a) of the Clean Water Act;

When changes occur which are subject to "reopener clauses" in
the permit;

When the Department of Environmental Quality determines that
minimum instream flow levels resulting from the permittee's
withdrawal of water are detrimental to the instream beneficial
use, the withdrawal of water should be subject to further net
limitations or when an area is declared a Surface Water
Management Area pursuant to State water Control Law Sections
62.1-242 through 253, during the term of the permit;

When the level of discharge of a pollutant not limited in the
permit exceeds the level which can be achieved by available
methodology for controlling such discharges;




VWP Permit No. 00-0057
Part II
Page 3 of 6

Right of Entry

The permittee shall allow authorized State and Federal
representatives, upon the presentation of credentials at reasonable
times and under reasonable circumstances:

1. To enter the permittee's property, public or private, and have
access to, inspect and copy any records that must be kept as
part of the permit conditions;

2. To inspect any facilities, operations, or practices (including
monitoring equipment) regulated or required under the permit;

3. To sample or monitor any substance, parameter or activity for
the purpose of assuring compliance with the conditions of the
permit or as otherwise authorized by law.

For the purpose of this section, the time for inspection shall be
deemed reasonable during regular business hours. Nothing contained
herein shall make an inspection time unreasonable during an

emergency.

Transferability of Permits

This permit may be transferred to another person by a permittee if:

1. The current permittee notifies the Department of Environmental
Quality 30 days prior to the proposed transfer of the title to
the facility or property;

2. The notice of the proposed transfer includes a written agreement
between the existing and proposed new owner containing a
specific date of transfer of the permit responsibility, coverage
and liability between them; and

3. The Department of Environmental Quality does not within the 30
day time period notify the existing owner of its intent to
modify or revoke and reissue the permit.

Such a transferred permit shall, as of the date of the transfer, be
as fully effective as if it had been issued directly to the new
permittee.




VWP Permit No. 00-0057
Part II
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Change in Management of Pollutants

All discharges and other activities authorized by this permit shall
be made in accordance with the terms and conditions of this permit.
The permittee shall submit a new application 180 days prior to any
modification to their activity which will:

1. Result in a significantly new or substantially increased
discharge of dredged or £fill material, or a significant change

in the nature of the pollutants; or

2. Violate or lead to the violation of the terms and conditions of
the permit or the Water Quality Standards of the Commonwealth.

Duty to Halt or to Reduce Activity

It shall not be a defense for a permittee in an enforcement action
that it would have been necessary to halt or reduce the permitted
activity in order to maintain compliance with the conditions of

this permit.

. Compliance with State and Federal Law

Compliance with this permit constitutes compliance with Virginia
Water Protection Permit requirements of the State Water Control
Law. Nothing in this permit shall be construed to preclude the
institution of any legal action under or relieve the permittee from
any responsibilities, liabilities, or other penalties established
pursuant to any other State law or regulation or under the
authority preserved by Section 510 of the Clean Water Act.

Property Rights

The issuance of this permit does not convey any property rights in
either real or personal property, or any exclusive privileges, nor
does it authorize any injury to private property or any invasion of
personal property rights, nor any infringement of federal, state or
local laws or regulations.

Severability

The provisions of this permit are severable.




VWP Permit No. 00-0057
Part TII
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PART II - GENERAL CONDITIONS

A. Duty to Comply

The permittee shall comply with all conditions of the permit.
Nothing in the regulations shall be construed to relieve the
permittee of the duty to comply with all applicable Federal and
State statutes, regulations and toxic standards and prohibitions.
Any permit non-compliance is a violation of the Clean Water Act and
State Water Control Law, and is grounds for enforcement action,
permit termination, revocation, modification, or denial of a permit
renewal application.

B. Mitigation Requirements

1. The permittee shall take all reasonable steps to

a) avoid all adverse environmental impact which could result
from the activity,

b) where avoidance is impractical, minimize the adverse
environmental impact, and

c) where impacts cannot be avoided, provide mitigation of the
adverse impact on an in kind basis.

C. Reopener

This permit may be reopened to modify the conditions of the permit
to meet new regulatory standards duly adopted by the Board. Causes
for reopening permits include, but are not limited to:

1. When State law prohibits conditions in a permit which are more
stringent than an applicable effluent limitation guideline;

2. When subsequently promulgated effluent guidelines are modified,
and are based on best conventional pollutant control technology;
or

3. When the circumstances on which the previous permit was based
have materially and substantially changed or special studies
conducted by the Department or permittee show material and
substantial change since the time the permit was issued and
thereby constitute cause for permit modification or revocation
and reissuance.




10.

11.

12.

VWP Permit No. 00-0057
Part I
Page 2 of 2

. All dredging shall be performed by hydraulic methods.

Dredging is authorized on an “ as needed” basis, with no
greater than 20,000 cubic yards removed annually.

Dredging is authorized to a maximum depth of -8 feet mean low
water to maintain a channel with a 60-foot bottom width.

All dredged material shall be hydraulically pumped directly into
the City of Virginia Beach Dredged Material Disposal Site,
located adjacent to Long Creek.

To prevent erosion and scouring of the shoreline, a properly
sized riprap apron shall be placed at the outfall pipe at the
point of discharge into State waters.

The City disposal site shall be properly maintained and operated
to ensure that dredged material is properly contained and
prevented from re-entry into State waters.

The double handling of dredged material in State waters shall
not be permitted.

State Water Quality Standards (9 VAC 25-260-50) shall not be
violated during dredging operations, unless otherwise caused by
ambient conditiomns.

If evidence of impaired water quality, such as fish kills, is
observed during dredging, dredging operations shall cease and
the DEQ shall be notified immediately at (757) 518-2077.

No wetlands fill or excavation is authorized by this permit.

The DEQ’s Virginia Water Protection Permit Program - Tidewater
Regional Office shall be notified in writing ten days prior to
completion of each dredging phase. A post-dredge bathymetric
survey of the dredged area shall be submitted within 30 days
following completion of dredging activities.




VWP Permit No. 00-0057
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PART I - SPECIAL CONDITIONS

Adherence to Application

The conditions and limitations specified in the Joint Permit
Application, dated January 12, 2000, and associated drawings dated
December 28, 1999, shall be adhered to.

Spill Control

The permittee shall employ measures to prevent spills of fuels or
lubricants into State waters. The Department of Environmental
Quality must be notified if spills do occur at the Tidewater
Regional Office (757) 518-2077 or Department of Emergency Services
1-800-468-8892.

Construction Activity

All construction and installation associated with the activity
shall be accomplished in such a manner that construction material
or waste material is not discharged into State waters.

DEQ Notification

The permittee shall advise the Department of Environmental Quality
in writing when unusual or potentially complex conditions are
encountered which require debris removal or involve potentially
toxic pollutants, and shall not take measures to remove the
obstruction, material, or toxic pollutant, or change the location
of any structure until approval by the Department is received.

Permit Expiration

This permit is valid for a maximum of ten years from the date of
issuance. In accordance with the VWPP Regulation (9 VAC 25-210-80,
formerly VR 680-15-02), reapplication must be made no less than 180
days prior to the expiration date of this permit.

Dredging and Disposal

1. The DEQ's Virginia Water Protection Permit Program - Tidewater
Regional Office shall be notified in writing ten days prior to
commencement of each dredging phase. Notification shall include
a recent pre-dredge bathymetric survey of the area proposed for
dredging. Please include your permit number 00-0057 on all
correspondence with this office.




COMMONWEALTH of VIRGINIA

Jatmes S, Gilmore, I DEPARTMENT OF ENVIRONMENTAL QUALITY Dennis H. Trea

Governor 5636 Southern Boulevard Direct
Virginia Beach, VA 23462

John Paul Woodley, Jr. Tel# (757) 518-2000 Francis L. Dan

Secretary of Natural Resources http://www.deq.state.va.us Tidewater Regional Direct

VWP Permit No. 00-0057
Effective Date: April 26, 2000
Expiration Date: April 26, 2010

VIRGINIA WATER PROTECTION PERMIT
ISSUED PURSUANT TO THE STATE WATER CONTROL LAW
AND SECTION 401 OF THE CLEAN WATER ACT

Based upon an examination of the information submitted by the owner
and in compliance with Section 401 of the Clean Water Act as amended
(33 USC 1251 et seqg.) and the State Water Control Law and regulations
adopted pursuant thereto, the Department has determined that there is
reasonable assurance that the activity authorized by this permit, if
conducted in accordance with the conditions set forth herein, will
protect instream beneficial uses and will not violate applicable water
quality standards.

Permittee: Mr. Phillip J. Roehrs

Address: City of Virginia Beach
Office of Beach Management
Municipal Center, Building 2, Room 340
2405 Courthouse Drive
Virginia Beach, Virginia 23456-9031

Activity Location: Virginia Beach
Activity Description: The applicant proposes maintenance dredging of
the Long Creek Navigation Channel to enable continued utilization of

this waterway by commercial and recreational boaters.

The permitted activity shall be in accordance with this cover page,
Part I - Special Conditions, and Part II - General Conditions.

B A Y

Director, Department of Environmental Quality
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